
#9333 Router Table Circle Cutting Jig Instruction Manual

 1.Slide the Miter T-Bar into the slot in your router table. Do not tighten the yellow locking
knobs at this time.

Place the jig as close to the edge of the table as possible to make the largest diameter circles.

Place the slot in the jig over the bit opening when you plan on making smaller circles under 11”
in diameter.
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2. Slide the Pivot Pin Block into the miter t-track on the Circle Jig Base. Do not tighten the
setscrew at this time.

3. Install a 1/2” diameter straight bit or spiral bit into your router collet. Raise the cutter height so
that it sits about 1/4” above the Circle Jig Base. Slide the measuring stick over the 1/2” diameter
router bit and adjust the Pivot Pin Block to the position where the pivot pin is at the center point
of the radius of the circle you would like to cut.
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4. Lock the Circle Cutting Jig in place by tightening the two yellow locking knobs on the miter
bar. Use the allen wrench to secure the Pivot Pin Block in place by adjusting the setscrew to lock
the Pivot Pin Block in the miter t-track in the Circle Jig Base.

5. Drill a 1/16” pilot hole in the center of the underside of your stock to allow the pivot pin to fit
into. A 1/2” diameter or larger through hole can be drilled in your stock just outside of the
perimeter line of your stock to avoid having to lower the stock onto a spinning bit.

6. Set your router bit to cut a depth of 1/8” to 1/4” deep in your stock. Carefully turn on the
router and turn your stock a full 360 degrees around the pivot pin to complete the cut. Raise the
bit another 1/8” to 1/4” and make another cut. Repeat until you have completed the cut through
the full thickness of your stock.

There is a magnet embedded in the front edge of the jig base that you can use to hold the allen
wrench when you are storing the jig between uses.
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